
“Easy Target Stands” 
Courtesy of PistolGear 

 
If you are looking for a set of quality target stands, this item is for you. They are 
easy to build and will cost you just a few dollars in supplies and 15 minutes of 
your item. The stands are so compact that we leave three in the trunk of our car 
at all times, for those impromptu outings. 
 
Not only do we use these stands each time we go to the range, but when we do 
dry-fire drills and practice with air guns in the basement. 

 
Supplies: 
1.50” PVC Pipe at 13.75” long @ 1 
1.50” PVC Pipe at 16.00” long @ 2 
90° PVC Elbow (tight-bend) @ 2 
¾” screws @ 4 
12” spikes @ 2 
1”x2” Lumber at 48” long @ 2 
PVC Cap @ 1 
Target (IDPA, USPSA, or whatever you want) 
 
Tools: 
Hacksaw 
Tape Measure 
Large Drill Bit (a little larger than the diameter of the 12” spikes) 

Small Drill Bit (roughly size of ¾” screw diameter) 
 

 
 

_______________________________________________________ 

Assembly 
 
(1) Cut PVC Pipe to noted lengths (see “supplies” list) 
(2) Assemble PVC parts (as shown in picture) 
(3) Lay assembled parts on level ground to make sure they are 
square. 
(4) Pre-Drill holes for screw (as shown in picture) 
(5) Insert ¾” screws in newly drilled holes 
(6) Drill two holes from the top of the 13.75” piece, through the 
bottom, using the large drill bit. Spacing is not as important as 
making sure the holes are parallel with the uprights. We drilled 
our holes 2” in from the elbow collar. 
 
Tip:  For safe storage of your 12” spikes, so they don’t get lost, use a 
cap to plug one end of the upright, as shown in the  picture. 



_______________________________________________________ 

Setup  
 
Setting up your target stand is very 
easy. Merely place the stand on the 
ground and insert the two spikes 
through the stand, into the ground. 
We have found that you don’t have 
the insert the spikes all of the way, 
unless it is very windy. We suggest 
you insert the spike just far enough 
to keep the stand stable. 
 
Once the stand is secured to the 
ground, insert the 4’ long sticks and 
attach your target (using staples or 
binder clips) 
 
 

_______________________________________________________ 

Optional (for indoor use and when shooting on hard ground) 
 
Supplies: 
Plywood cut 22” x 22” @ 1 
4” Carriage Bolt @ 2 
Washer @ 2 
Nut @ 2 
 
Assembly 
(1) Mark centerline on plywood, going across 
(2) Lay stand over line and mark holes onto board 
(3) Drill holes as marked 
(4) Insert Carriage Bolt through board, then through Stand 
(5) Add Washer 
(6) Tighten Nut 
(7) Repeat 4 thru 6 for second Carriage Bolt 
 
 

 
Tip:  To keep stand steady when windy or on uneven ground, use a sandbag. 


